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Profilo in alluminio estruso con diffusore arretrato, consente un 
effetto luce continuo ed omogeneo. 

Extruded aluminum profile with recessed diffuser, allowing a con-
tinuous and homogeneous light effect.
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Sistema modulare in estrusione di alluminio 
per l’installazione a plafone. Disponibile nel-
le finiture bianco, nero e alluminio satinato 
anodizzato, il diffusore in policarbonato è 
retratto. Può essere cablato con strip LED di 
diversa potenza ed emissione con l’alimenta-
tore in remoto.

Modular, extruded aluminium system for wall/
ceiling. Available in black, white or satin ano-
dized aluminium finishes, the polycarbonate 
diffuser comes retracted. Connected with 
a remote power supply, it can be wired with 
LED strips with different power.

finiture: nero, bianco, alluminio.
finishing: black, white, aluminum.
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WhiteBlack Aluminum
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finiture: nero, bianco, alluminio.
finishing: black, white, aluminum.

Sistema modulare in estrusione di alluminio 
per l’installazione a plafone. Disponibile nelle 
finiture bianco, nero e alluminio satinato ano-
dizzato, il diffusore in policarbonato è a filo 
bordo inferiore (non retratto) con emissione 
non superiore ai 120°. Può essere cablato con 
strip LED di diversa potenza ed emissione con 
l’alimentatore in remoto.

Modular, extruded aluminium system for wall/
ceiling. Available in black, white or satin ano-
dized aluminium finishes, the polycarbonate 
diffuser flushes with the low profile edge (not 
retracted), with a light emission not higher 
than 120°. Connected with a remote power 
supply, it can be wired with LED strips with 
different power and meter emission.
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WhiteBlack Aluminum

Technical info: pag. 193-194




