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Snap 11 | 28

Snap 11 LED

4  8  121914.0013.--

Apparecchio a parete LED.
LED lighting fixture.

IP
40

230
Volt

5w, 230V, 3000°K, 400lm, CRI>80,    

Snap 28 LED

4  8  121914.0012.--

Apparecchio a parete a LED 230V dimmerabile IGBT / TRIAC.Non orientabile. 
LED 230V lighting fixture dimmable IGBT / TRIAC. Not orientable.

IP
40

230
Volt

cod. 1914.0012.2700.** per 2700°K
cod. 1914.0012.4000.** per 4000°K

26w, 230V, 3000°K, 1880lm, CRI>80,    

CONFIGURA ONLINE
macrolux.store

1914.0005

1914.0008

SO: schermo oscurante

SO: schermo oscurante

      shutter screen

      shutter screen
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Snap 51 | 65

Snap 51 LED

4   8   121914.0020.--

Apparecchio a parete a LED 230V dimmerabile IGBT / TRIAC. 
LED 230V lighting fixture dimmable IGBT / TRIAC. 

IP
40

230
Volt

cod. 1914.0020.2700.** per 2700°K
cod. 1914.0020.4000.** per 4000°K

52w, 230V, 3000°K, 3760lm, CRI>80,    

Snap 65 fluo

4  8  121914.0044.--

1914.0010

1914.0009

2G11 230V 1x55W

SO: schermo oscurante

SO: schermo oscurante

      shutter screen

      shutter screen

Apparecchio a parete fluorescente. 
Fluorescent lighting fixture.

IP
40

230
Volt

100 100

530

112

650

112

CONFIGURA ONLINE
macrolux.store
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